


PSMNO1S SERIES

PREPACKAGED CIRCUIT BREAKER SWITCH
2.75"Track Mount Switch, 2 Position Maintained, On/Off, Circuit Breaker, 120 Vac

Il SPECIFICATIONS

Operating Temperature: -30 to 140° F
Circuit Breaker: 4 Amp Max. and 10 Amp Max.
Dimensions: 2.750"x 1.350"x 2.061"
Track Mount: MT212-2 Mounting Track Provided
Approvals: UL Listed, UL916, C-UL

PSMNO1S Series

MODEL # CURCUIT BREAKER
PSMNO1SB4 4 Amps
PSMNO1SB10 10 Amps

MADE IN USA

Correction Factor
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TEMPERATURE COMPENSATION
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Over Current / Short Circuit Protection and Switching

120 Vac

PSMN24S SERIES

Load

PREPACKAGED CIRCUIT BREAKER SWITCH
2.75"Track Mount Switch, 2 Position Maintained, On/0ff, Circuit Breaker, 24 Vac

M SPECIFICATIONS

Operating Temperature: -30 to 140° F
Circuit Breaker: 4 Amp Max. and 10 Amp Max.
Dimensions: 2.750"x 1.350"x 2.061"
Track Mount: MT212-2 Mounting Track Provided
Approvals: UL Listed, UL916, C-UL

PSMN24S Series

MODEL # CURCUIT BREAKER
PSMN24SB4 4 Amps
PSMN24SB10 | 10 Amps

MADE IN USA

Correction Factor
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TEMPERATURE COMPENSATION
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Over Current / Short Circuit Protection and Switching

Wht
120 Vac Blk

www.FunctionalDevices.com
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